
 ：　Standard, Enhanced Dimension Stability,   Non treatment or one side Corona treatment

 ：　Label, Laminating, Coating, Production processing and General purpose

μm 38 50 75 100 125 JIS C-2318

g/cm3 1.4 1.4 1.4 1.4 1.4 JIS K-7112

％ 3.7 4.5 5.7 7.2 9.1 JIS K-7105

MD 206 186 186 186 186

TD 225 225 235 235 235

MD 120 120 130 130 130

TD 100 110 90 90 90

- 0.35 0.33 0.32 0.32 0.30 JIS K-7125

- 0.33 0.31 0.30 0.30 0.28 JIS K-7125

MD 1.05 1.10 1.10 1.10 1.10

TD 0.30 0.30 0.30 0.40 0.40

Remark : Above data is typical value,not guaranteed.
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TOYOBO ESTER
®
 Film

E5000　E5100

Characteristic

Application

Property Unit Test Method
E5000　E5100

Product type

JIS C-2318

Coefficient of Friction Static

Coefficient of Friction Dynamic

　　TOYOBO CO., LTD.
　　International Industrial Films Sales Department

Tensile　Elongation ％

Thickness

Density

Haze

Tensile　Strength MPa

Thermal Shirinkage
（150℃×30min）

％


