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Please pay attention to check or study carefully before using the grades listed here if these grades are suitable  
for your purpose,application and process condition, etc. 
All the data showed in this list is only for your reference, not guaranteed values.  
Please refer to material safety data sheet (MSDS) or delivery specification before using the grades listed here. 
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General purpose grade,  
agent for various coating.

Anchor coating for vapor deposition film,  
anchor coating for printing ink
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注）＊キシレン 
Remark)＊Xylene

＊注）Remark)

Solvent born type of these resins are available.
上記樹脂の有機溶剤溶解品も販売しています。 

バイロマックスR
  

(ポリアミドイミド樹脂)

 
(Polyamideimide)

本書記載の製品のご使用にあたっては、お客様の用途、使用目的、加工条件等に適合するかどうか十分に検討、確認するようお願い申し上げます。 
本書記載のデータは参考値であり、保証値ではありません。また、製品安全データシートや納入仕様書をよくお読みください。 

特　性 
●独自技術で開発されたポリアミドイミド系耐熱性樹脂です。 
●耐熱性、耐薬品性に優れる上に、可とう性のある強靱な被膜を形成します。 
●低沸点溶剤に溶解するグレードや、耐熱性樹脂特有の着色を抑えたグレードも取り揃えています。 
●硬化剤の配合で硬化系にすることや、紫外線硬化系の樹脂設計が可能です。 
 
 主な用途 
●耐薬品性塗料、潤滑性塗料、耐熱性フィルム、耐熱絶縁コート剤、 
  熱転写リボン用バックコート剤など 

Features 
●VYLOMAXR is polyamideimide resin developed by Toyobo's advanced polymer technology. 
●VYLOMAXR gives excellent heat resistance, chemical resistance, flexibility and toughness. 
●VYLOMAXR offers the grade that can be dissolved in low boiling point solvents or have clear and  
   colorless feature. 
●VYLOMAXR is crosslinkable with hardener. UV curable system will be also available by  
   specially designing the polymer chain. 
 Applications 
●Chemical resistance paint, heat resistance paint, lubrication paint, heat resistance film, 
   insulation coating agent with heat resistance and back coating agent for thermal transfer ribbon.

バイロエコールR
  

(非晶性ポリ乳酸樹脂)

 
(Amorphous poly-lacticacid)

本書記載の製品のご使用にあたっては、お客様の用途、使用目的、加工条件等に適合するかどうか十分に検討、確認するようお願い申し上げます。 
本書記載のデータは参考値であり、保証値ではありません。また、製品安全データシートや納入仕様書をよくお読みください。 

基本ｸﾞﾚｰﾄﾞ、各種ｺｰﾃｨﾝｸﾞ

蒸着ｱ ﾝ ｶ ｰ、易印刷ｱ ﾝ ｶ ｰ  

ﾄ゙ ﾗ ｲ ﾗ ﾐ 接 着 剤  

BE-400 

BE-600 

BE-910
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25 
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11 
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銘柄 
Grade

形状 
Form

分子量（Mn） 
Molecular  
weight 
×103

50 

30 

-10

Tg 
 
 
℃ 

水酸基価 
Hydroxyl group  

value 
KOHmg/g

1.26 

1.24 

1.18

比重 
Specific  
gravity 
(at30℃)

ペレット 

シート 

シート 

特　性 
●非晶性のポリ乳酸系樹脂であり、汎用溶剤に可溶です。 
●ポリ乳酸フィルムとの密着性が良好です。 
●顔料分散性に優れるグレードや硬化剤との硬化反応性に優れるグレードも取り揃えています。 
●良好な生分解性を持っており、生分解性プラスチック研究会（BPS）登録樹脂です。 
 
 主な用途 
●インキ・接着剤・塗料、マスターバッチ用樹脂など 

Features 
●VYLOECOLR is amorphous type and it is soluble in general purpose organic solvents. 
●VYLOECOLR gives good adhesion to poly-lactic acid film. 
●The grades which give high pigment dispersibility or high crosslinkable are available. 
●VYLOECOLR has high biodegradable property and  
   some grades are listed at positive list of BPS (Biodegradable Plastics Society).

Applications 
●Printing ink, Adhesive, paint and master batch resin, etc.

特  長 ･ 用 途 
Features and  
applications

樹脂特性 Characteristics of the resin

HR-11NN 

HR-12N2 

HR-13NX 

HR-14ET 

HR-15ET 

HR-16NN

15 

11 

10 

10 

6 

30

300 

255 

280 

250 

260 

320

80 

＜10 

20 

＜10 

＜10 

60

銘柄 
Grade

Tg 
 
 
℃ 

分子量（Mn） 
Molecular  
weight 
×103

強 靱 性  

可 と う 性  

耐 摩 擦 摩 耗 性  

滑 り 性 、 透 明 性  

無 色 、 透 明 性  

高弾性率、低熱膨張率 

特  長  
Features

破断伸度 
Breaking  
elongation 
%

4.2 

5.0 

4.2 

5.9 

5.7 

2.3

熱膨張係数 
Coefficient of  

thermal expansion  
×10-5/℃ 

72 

73 

72 

88 

88 

64

光線透過率 
Light transmission  

factor 
%(500nm)

150 

85 

105 

95 

100 

420

破断強度 
Tensile  
strength 
MPa

溶液特性 Characteristics of the solution

HR-11NN 

HR-12N2 

HR-13NX 

HR-14ET 

HR-15ET 

HR-16NN

15 

30 

30 

25 

25 

14

NMP=100 

NMP/XYL/MEK=50/35/15 

NMP/XYL=67/33 

EtOH/TOL=50/50 

EtOH/TOL=50/50 

NMP=100

銘柄 
Grade

外観 
Appearance

固形分濃度 
Solid content 

wt%

溶剤組成 
Solvent composition 
(重量比)(Weight ratio)

20 

5 

85 

7 

4 

500

溶液粘度 
Solution Viscosity 
dPa･s/25℃ 

黄褐色 

黄褐色 

黄褐色 

淡黄色 

淡黄色 

黄褐色 


