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Binders for the magnetic ink 
for telephone cards

Adhesion to PET, 
 no yellowing grade 

 
different solvent formulation 

of UR-1350 
 

Hardness, high Tg  
 

different solvent formulation 
of UR-1400 
 

High Tg, Toluen-free,  
High reactivity 

 
Flexibility  

 
Adhesion property, 
 toughness 

 

Toluen-free type of UR-3200  
 

Adhesion to PI, high acid value, 
high reactivity with epoxy 

 
Pigment dispersability,  

high Tg 
 

Heat resistance, 
Toluen-free 

 
Pigment dispersability,  

high Tg 
 

Pigment dispersability,  
reactivity to crosslinking agent 

 

no yellowing grade  
 

Pigment dispersability, 
 high Tg 

 
Pigment dispersability,  
intermediate Tg 

 
Pigment dispersability,  

low Tg

Binders for  
magnetic tapes

 
Please pay attention to check or study carefully before using the grades listed here if these grades are suitable for your purpose,  
application and process condition, etc. 
All the data showed in this list is only for your reference, not guaranteed values.  
Please refer to material safety data sheet (MSDS) or delivery specification before using the grades listed here. 
 

＊注3）イソホロン 
　Remark3)Isophorone

＊注2）ソルベッソ 
　Remark2)Solvesso

＊注1）シクロヘキサノン 
　Remark1)Cyclohexanone

Light yellow liquid 

Light yellow liquid 

Light yellow liquid 

Light yellow liquid 

yellowish - red liquid 

Light yellow liquid 

Light yellow liquid 

Light yellow liquid 

Yellowish cloudy solution 

Light yellow liquid 

Light yellow liquid 

Light yellow liquid 

Light yellow liquid 

Light yellow liquid 

Light yellow liquid 

Light yellow liquid 

Light yellow liquid

＊注1） Remark1) ＊注2） Remark2) ＊注3） Remark3)

＊注1） Remark1) ＊注2） Remark2)

＊注1） Remark1) ＊注2） Remark2) ＊注3） Remark3)

＊注1） Remark1)

Features 
●VYLONR  UR series is urethane modified co-polyester resin which is based upon the aromatic polymer 
　 technology. 
●Excellent adhesion property to PET, PVC films or metals. 
●Excellent pigment (iron oxide, titanium dioxide, etc.) compatibility and dispersibility.  
●Excellent hydrolysis resistance and high modulus obtained by aromatic polymer chain technology.

Applications 
●Binders for magnetic paint, film surface treating agent, coating for electric wire.

「バイロンR
 」UR 

(ポリエステルウレタン樹脂)

 
(Polyester urethane)

テレフォンカード用インキ 
（磁気インキ） 

淡黄色液体 

淡黄色液体 

淡黄色液体 

淡黄色液体 

黄～赤色液体 

淡黄色液体 

淡黄色液体 

淡黄色液体 

黄濁色液体 

淡黄色液体 

淡黄色液体  

淡黄色液体 

淡黄色液体 

淡黄色液体 

淡黄色液体 

淡黄色液体 

淡黄色液体 

外観 
Appearance

特　性 
●芳香族ポリエステルを基本として設計された独自の溶液型ポリエステルウレタン樹脂です。 
●ポリエステルフィルム、金属などに優れた接着性を示します。 
●酸化鉄、酸化チタンなどの顔料に対する親和性が強く、顔料分散性に優れています。 
●芳香族ポリエステルを基本骨格とするため、耐加水分解性に優れ、広範囲に高い弾性率を示します。 
 
 
主な用途 
●磁性塗料バインダー、フィルム表面改質剤、電線ワニスなど 

磁気テープ用バインダー 

「バイロンR
 」UR 

(ポリエステルウレタン樹脂)

溶液特性 Characteristics of the solution 樹脂特性 Characteristics of the base resin

UR-1350 

UR-1370 

UR-1400 

UR-1410 

UR-1700 

UR-2300 

UR-3200 

UR-3210 

UR-3500 

UR-4125 

UR-4410 

UR-4800 

UR-5537 

UR-6100 

UR-8200 

UR-8300 

UR-8700

30 

30 

40 

40 

16 

32 

40 

40 

40 

20 

10 

25 

20 

25 

25 

30 

32

3～4 

3～4 

2～3 

2～3 

19 

2～4 

2～3 

2～3 

10 

6～8 

11 

4～6 

16～18 

4～6 

4～6 

3～4 

2～4

46 

46 

83 

83 

92 

18 

-3 

-3 

10 

68 

56 

106 

34 

-30 

73 

23 

-22

＜1 

＜1 

＜1 

＜1 

26 

＜1 

＜1 

＜1 

35 

＜1 

＜2 

＜1 

＜1 

＜1 

＜1 

＜1 

＜1

5 

5 

6 

6 

- 

600 

700 

700 

500 

5 

- 

6 

200 

1000 

5 

500 

1000

PET密着性、無黄変タイプ 

U R - 1 3 5 0溶剤変更  

高 硬 度 、 高 T g  

U R - 1 4 0 0溶剤変更  

高Tg、トルエンフリー、高反応性（高官能基濃度） 

可 と う 性  

接 着 性 、 強 靱 性  

UR-3200トルエンフリー 

PI密着性、高酸価、エポキシとの高反応性 

顔 料 分 散 性、高 T g  

耐熱性、トルエンフリー 

顔 料 分 散性、高 T g  

顔料分散性、硬化性 

無 黄 変 タ イ プ  

顔 料 分 散性、高 T g  

顔 料 分 散 性、中 T g  

顔 料 分 散 性、低 T g

特  長 ･ 用 途 
Features and  
applications

破断伸度 
Breaking  
elongation 
%

60 

60 

80 

80 

- 

50 

65 

65 

50 

60 

- 

80 

27 

＜10 

60 

40 

＜10

UR-1350 

UR-1370 

UR-1400 

UR-1410 

UR-1700 

UR-2300 

UR-3200 

UR-3210 

UR-3500 

UR-4125 

UR-4410 

UR-4800 

UR-5537 

UR-6100 

UR-8200 

UR-8300 

UR-8700

7 

120 

40 

210 

1.5 

10 

50 

35 

12 

16 

0.6 

40 

30 

100 

20 

15 

30

MEK/TOL=65/35 

TOL/CHX/SOL150/IPH=20/20/30/30 

MEK/TOL=50/50 

TOL/CHX/SOL100=20/50/30 

MEK=100 

MEK/TOL=50/50 

MEK/TOL=50/50 

MEK=100 

MEK/TOL=82/18 

MEK/TOL=50/50 

MEK=100 

MEK/TOL=50/50 

MEK/TOL=50/50 

CHX/SOL150/IPH=40/40/20 

MEK/TOL=50/50 

MEK/TOL=50/50 

MEK/TOL/CHX=33/33/34

銘柄 
Grade

溶剤組成 
Solvent composition 
(重量比) (Weight ratio)

粘度 
Viscosity 
dPa･s/25℃ 

33 

35 

30 

30 

30 

30 

30 

30 

40 

23 

40 

32 

30 

45 

30 

30 

30

固形分濃度 
Solid content 

 wt%

本書記載の製品のご使用にあたっては、お客様の用途、使用目的、加工条件等に適合するかどうか十分に検討、確認するようお願い申し上げます。 
本書記載のデータは参考値であり、保証値ではありません。また、製品安全データシートや納入仕様書をよくお読みください。 

銘柄 
Grade

Tg 

 

℃ 

水酸基価 
Hydroxyl group 

value 
KOHmg/g

分子量（Mn） 
Molecular  
weight 
×103

酸価 
Acid  
value 
KOHmg/g

破断強度 
Tensile  
strength 
MPa

Series  
(Polyester urethane)

Series


