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Inkjet receptor

Light yellow 

Milky white 

Milky white 

Light yellow 

Light yellow 

Milky white 

Milky white 

Milky white 

Milky white

Flexibility 

Weatherability,  
heat resistance 

Solvent resistance,  
adhesion to PET 

Low Tg 

No co-solvent 

High Tg 

Crystallinity,  
adhesion to PET 

Crystallinity,  
adhesion to PET 

High Tg, No co-solvent

 
Please pay attention to check or study carefully before using the grades listed here if these grades are suitable for your purpose,  
application and process condition, etc. 
All the data showed in this list is only for your reference, not guaranteed values.  
Please refer to material safety data sheet (MSDS) or delivery specification before using the grades listed here. 
 

None 

 

 

 

None

 
(Water-based co-polyester)

Features 
●VYLONALR  is water dispersed co-polyester. 
●VYLONALR  is self emulsification type (no surfactant is used) of water dispersion, and it shows same level  
　of performances such as water resistance or adhesion strength as solvent soluble type of VylonR. 
●By cross linking with water-based cross linkers such as melamine, blocked isocyanate, etc., tough and durable 
　 coating layer can be obtained.

Applications 
●Treating agent for textile, film surface treating agent, steel plate treating agent and  
　coating agent for receptor of recording media, etc.

バイロナールR
  

(水分散ポリエステル樹脂)

特　性 
●「バイロナールR 」は水分散高分子ポリエステル樹脂です。 
●自己乳化タイプのポリエステルなので、溶剤タイプと同等の耐水性、接着性を発揮します。 
●水系のメラミン化合物やイソシアネート化合物を配合して架橋させ、強靱な被膜を形成します。 

主な用途 
●繊維処理剤、フィルム表面処理剤、鋼板処理剤、記録紙用コート剤など 

受像紙用コート剤 

水分散ポリエステル  Characteristics of the dispersed solution

MD-1100 

MD-1200 

MD-1245 

MD-1335 

MD-1480 

MD-1500 

MD-1930 

MD-1985 

MD-2000

淡黄色 

乳白色 

乳白色 

淡黄色 

淡黄色 

乳白色 

乳白色 

乳白色 

乳白色 

2～7 

20～80 

0.5～3 

0.1～1.1 

＜1.0 

0.1～1.0 

＜1.0 

0.1～1.3 

9

30 

34 

30 

30 

25 

30 

31 

27 

40

4～6 

4～7 

5～7 

4～6 

4～7 

5～7 

4～7 

4～7 

4～7

70 

70 

70 

23 

― 

70 

70 

70 

― 

n-BuCel (15) 

n-BuCel (11) 

t-BuCel (10) 

i-PrOH (30) 

な　　　し 

n-BuCel (15) 

t-BuCel (11) 

n-BuCel (9) 

な　　　し 

銘柄 
Grade

固形分濃度 
Solid content 
wt%

粘度 
Viscosity 
dPa･s/25℃ 

引火点 
Flash  point 

℃ 

外観 
Appearance

pH 有機溶剤 
Organic co-solvent 

(wt%)

 

バイロナールR
  

(水分散ポリエステル樹脂)

樹脂特性  Characteristics of the base resin

MD-1100 

MD-1200 

MD-1245 

MD-1335 

MD-1480 

MD-1500 

MD-1930 

MD-1985 

MD-2000

20 

15 

20 

8 

15 

8 

20 

25 

18

5 

6 

5 

13 

6 

14 

5 

4 

6

40 

67 

61 

4 

20 

77 

-10 

-20 

67

＜3 

＜3 

＜3 

＜3 

3 

＜3 

＜3 

＜3 

＜2

40 

55 

50 

1 

5 

50 

100 

90 

― 

可 と う 性  

耐 候性、耐熱性  

耐溶剤性、 P E T 接着性  

低 温 特 性  

完 全 水 系  

　高　　　 Tg　 

結晶性、PET接着性 

結晶性、PET接着性 

高 T g , 完 全 水 系  

銘柄 
Grade

Tg 

 

℃ 

水酸基価 
Hydroxyl group  

value 
KOHmg/g

分子量（Mn） 
Molecular  
weight 
×103

酸価 
Acid value 
 

KOHmg/g

特  長 ･ 用 途 
Features and 
 applications

破断強度 
Breaking  
strength 
MPa

10 

3 

5 

1200 

800 

3 

500 

800 

― 

破断伸度 
Breaking  
elongation 

%

本書記載の製品のご使用にあたっては、お客様の用途、使用目的、加工条件等に適合するかどうか十分に検討、確認するようお願い申し上げます。 
本書記載のデータは参考値であり、保証値ではありません。また、製品安全データシートや納入仕様書をよくお読みください。 

 
(Water-based co-polyester)


